
1 Full space mobile system solution

Perfect Magnetic Suction Lock-
Installation Instructions
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The Reinforcement
bar is milled out here
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Opening position of
door cover plate 
locking box

Door cover gusset plate(12.5x90)40 Door mullion (inside)

Ground rail sliding：Door mullion (inside)=A-44mm
Hanging sliding track 3 Linkage Door：
Door mullion (inside)=A-43mm
Hanging sliding track 2 Overlap Doors:
Door mullion (inside)=A-39mm

Ps: A=Center line of opening height of Door cover
gusset plate (950mm recommended)

Ground rail sliding：Door mullion (Outside)=A-9mm
Hanging sliding track 3 Linkage Door：Door
mullion (Outside)=A-8mm
Hanging sliding track 2 Overlap Doors: Door
mullion (Outside)=A-4mm

Ps: A=Center line of opening height of Door cover
gusset plate (950mm recommended)

Ground rail sliding：Door mullion (inside)=A-44mm
Hanging sliding track 3 Linkage Door：Door mullion 
(inside)=A-43mm
Hanging sliding track 2 Overlap Doors: Door mullion
(inside)=A-39mm

Ps: A=Center line of opening height of Door cover
gusset plate (950mm recommended)

Ground rail sliding：Door mullion (Outside)=A-9mm
Hanging sliding track 3 Linkage Door：
Door mullion (Outside)=A-8mm
Hanging sliding track 2 Overlap Doors:
Door mullion (Outside)=A-4mm

Ps: A=Center line of opening height of Door cover
gusset plate (950mm recommended)

40 Door mullion (Outside)
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4-R2.5

2-∅6.5

The two holes are
used to install two
door panels for
fixing Screws to
make the door cover
plate stronger

9
1

3
8

18.5

System processing parameter

45 System machining parameter

Door cover processing parameter

Opening position
of door cover plate
locking box

4-R2.5
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Honeycomb plate processing parameter

45 Door mullion (inside) 45 Door mullion (Outside)
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2-∅8   depth0.5
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The Reinforcement
bar is milled out here
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40 System 3 Track: The wall thickness center line is offset 58mm to the indoor side

40 Double-track system: the wall thickness center line is offset 35mm to the interior side

45 System 3 Track: The wall thickness center line is offset 65.5mm to the interior side

45 Double-track system: The wall thickness center line is offset 40mm to the interior side

40 System 3 Track: The wall thickness center line is offset 58mm to the indoor side

40 Double-track system: the wall thickness center line is offset 35mm to the interior

side 45 System 3 Track: The wall thickness center line is offset 65.5mm to the interior side

45 Double-track system: The wall thickness center line is offset 40mm to the interior side



indoor

outdoor

2 Full space mobile system solution

Install the lock and inside Handle Install the outside Handle Install Mullions (outside)

Install the Buckle box 

1

1
2

3
2

Door cover Installation Mode

Honeycomb plate Installation Mode

2.5mm 

2.5mm 

4

Tighten clockwise
and loosen
counterclockwise

6 Install the
Rubber plug

5

If the position is

deviated, loosen

the half circle

screw, adjust it up

and down to the

appropriate

position, and

tighten it again

indoor

outdoor

Warm tips:
As the company's products will be upgraded from time to time, the product style, color,
accessories and related parameters in this data are for reference only，If there is any change 
without prior notice, please refer to the material; All interpretation rights are reserved by the Company.


